Text book Assi gnnent :

Assi gnnment 8

“Fabrication and Mnufacture.”

Pages 10-1 through 10-30.

8-1.

8- 2.

8-3.

8-4.

8-5.

Learning bjective: Use correct
term nol ogy when discussing yarns
and fabrics.

What is the basic unit used in
the fabrication of textile yarns
and fabrics?

1. Staples
2. Fiber
3. Yarn
4. Fillers
What is the edge of naterial
called that has a woven finish to
prevent raveling?
%. The material edge
The manufactured edge
3. The selvage edge
4.  The finished edge
Threads that run |engthw se and
parallel to the selvage edge are

call ed what?

Warp thread
Filling thread
Locking thread
Basic thread

B w N

Which of the following is another

nane used for filling threads?
1 Wof

2 Pi ck

3 Vef t

4 Al of the above

Bias cuts are nade at what
to the filling threads?

1. 180°
2. 25°
3. 90°
4.

angl e

45°
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8-6.

8-7.

8- 8.

8-9.

8- 10.

8-11.

Wiy isa bias cut used to
manuf acture a parachute?

1. To save nmaterial
2. To prevent tearing between
two sections

3. To provide elasticity
4, Al of the above
What nane is given to the force

required to break material *

1. Breaking strength
2. Tensile strength
3. Warp strength

4, Filler strength

What determines the weight of
cloth?

1. Qunces per running yard
2. Qunces per square foot

3.  Qunces per square yard
4, Qunces per running foot

The definition of cloth is any
material that is over how many
i nches from selvage edge to
sel vage edge?

10
12
14
18

1
2.
3.
4.
Which of the following is a basic
weave?

1. Pl ai n
2. Twill
3. Both 1 or 2 above
4, \Warp

Which type of weave gives the
snoot hest finish and isthe

easiest to manufacture?
1. Twll

2. Pl ai n

3. Warp

4.  Filling



8-12.

8-13.

8- 14.

8- 15.

8- 16.

8- 17.

8-18.

Heat is | ess danmaging to cotton 8-19.
than it is to synthetic fibers.
1. True
2. False
At approxinmately 700°F, Nomex
fabric will begin to do which of
the followi ng ?
1. Burn 8- 20.
2. Melt
3. Char
4, Disintegrate
Webbings are defined as material
that is less than how many inches
from sel vage edge to selvage
edge?
1. 6
2. 8 8- 21.
3. 10
4, 12
Textile tapes can weigh up to how
many ounces per square yard?
1. 3
2. 10
3. 15
4. 20
Depending on the project, either
right- or left-twst thread can
be used on a sew ng machine 8- 22.
1. True
2. False
Learning Objective: Discuss
characteristics? specifications,
and care of fabrics.
An ideal storage area for textile
material would be dry and out of 8-23.
direct sunlight, with a
tenmperature of how many degrees?
1. 50°F
2. 60°F
3. T70°F
4, 80°F
8- 24.

Exposure to which of the
following elenents would cause

the nost serious damage to nylon
material ?

1. Mldew

2. Direct sunlight

3. Fresh water

4,  Salt water
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Which of the followi ng factors
is/are affected by the air
perneability in a parachute
assenbl y?

1. Opening time

2. Opening force

3. Stability

4. Al of the above

A length of nylon cord, which is

100 feet long and has an
el ongation of 10% can be
stretched to what naxi mum
di stance without breaking?
1 {

;18

3 130 ft

4 140 ft

What does the term “noisture
regain” mean when referring to
fibers?

1. The percentage of static
electricity it absorbs from
the air

2. The percentage of noisture it
absorbs from the air

3.  The percentage of static
electricity it repels

4, The percentage of noisture it
repel s

Mlitary specifications for
parachute materials require that,

after 50 hours of exposure to
sunlight, parachute fabrics
shoul d not |ose nore than what
percent of its original strength?
1. 10%

2. 20%

3 25%

4,  50%

What percentage can nylon be
stretched without being danaged?

L 5 to 25%
2. 10 to 20%
3. 15 to 30%
4. 18 to 40%

What is the percentage of
elasticity in nylon?

1 70%
2, 75%
3. 80%
4 100%



8- 25.

8- 26.

8- 27.

8- 28.

8- 29.

8- 30.

8- 31.

Nyl on has what percent of
noi sture regain?

Boro
o1 W
1N NO1

What is the melting point of
nylon material ?

1. 382°F

2. 482°F

3. 540°F

4, 600°F

Learning Objective: Identify and
di scuss special hand tools,

grommets, and fasteners.

When installing the chuck and die
into a gromet press, the chuck
is the upper tool and the die is

the | ower.
1. True
2. Fal se

A properly set chuck and die will
have a clearance of how many
i nches?

1/8
1/ 32
1/ 2
34

1

2

3

4

A carpenter’s square has arm
nmeasurenents of how nmany inches?

1. 12 and 24
2. 14 and 24
3. 16 and 24
4, 18 and 24

Which of the following tools is
best suited for making holes in
material that will use snaps or

speedy rivets as fasteners?

A hand press
An aw
A star
A hot

~punch
iron

1
2.
3.
4,
Which of the follow ng sizes of
grommets is the smallest?
1
2
3

ok

4.
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8- 32.

8- 33.

8- 34.

8- 35.

8- 36.

8- 37.

8- 38.

VWen setting a gromet, the
collar size nust match the punch
si ze.

1. True
2. Fal se

When using a gromret set to
install a grommet, what should
you use to strike the punch?

1. A ball peen hanmmer
2. A rawhide mallet
3. A setting maul

4. A hand press

What

is the nmost common txpe
f ast ener 7

used on clothing

1. Velcro

2. Three-way | ocking
3. dove fastener

4. Curtain fastener

Which of the follow ng type
fasteners would you use if you
needed extra security?

1. Segma Dot
2. Durable Dot
3. Gove

4. Three-way | ocking
Three-way | ocking snaps are
supplied in how many sizes?

One

1

2. Two

3. Three

4. Four

Curtain type fasteners are
avail able in how many sizes?
1. One

2. Two

3. Three

4. Four

Which of the following nethods is
used to clean grease and dirt
from a slide fastener?

MVEK

Tol uene

Soap and water
St oddard sol vent

BN



8- 39.

8- 40.

8-41.

8-42.

8-43.

8- 44.

After cleaning a slide fastener,
whi ch of the follow ng lubricants
shoul d you use to lubricate it?

1. al
2. Gaphite
3. Either 1 or 2 above,

depending on the materi al
4, Silicone gel

VWat action should you take if
you discover that the bead on a
slide fastener is torn?

1. Replace the conplete slide
f ast ener
2. Replace the bead
3. Replace only the broken side
4, Repair the bead

To shorten an interlocking slide
fastener, the chain should be how
much shorter than the opening in
the naterial?

|ide fasteners are available in

L.
2.
3.
4. 11/2
S
how many types?

1. One
2. Two
3. Thr ee
4, Four

Slide fasteners are supplied in
how many sizes?

%. Si x

: Five
3. Thr ee
4, Four

What grade of slide fastener is
made from brass?

@ N

Learning Objective: Identify
hand-sewn seans and stitches.
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8- 45.

8- 46.

8-47.

8-48 .

8-49.

8- 50.

Way should you use yellow beeswax
on hand sewi ng thread?

L It contains no oil

2. To prevent fraying and
untwi sting

3. Both 1 and 2 above

4, To keep the thread from
weakeni ng

Wi ch of the followi ng stitches
is used to tenporarily hold a
seam together?

1. Overthrow stitch

2. Baseball stitch

3. Running stitch

4, Basting stitch

Vhich of the following stitches

should you use if a sewng
machine is not avail abl e?

Basebal | stitch
Overthrow stitch
Running stitch
Lock stitch 301

Wi ch of the followi ng stitches
is used to sew an eyelet onto a
parachute container?

1. Basebal | stitch
2. Overthrow stitch
3. Running stitch
4. Eyelet stitch

Whi ch hand stitch should you use
when a neat appearance is
necessary to the sean®?

H dden stitch
Lock stitch
Basebal | stitch
Basting stitch

1
2.
3.
4,
What type of needle is used to
make a hidden stitch?

1. 1 1/2-inch curved
2. 2-inch straight

3. 1 1/2-inch straight
4, 2 1/2-inch curved

Learning Objective: Identify and
di scuss nmachi ne-sewn stitches and
seans.




8-51.

8-52.

8- 53.

8- 54.

8-55.

Machi ne-sewn seans have which of
the follow ng advantages over
hand- sewn seans?
Uniformity of tension
Speed

appear ance

Al of the above

B owro

Wi ch of
is a US.

the follow ng stitches
standard |ock stitch?

el e
w
S
@

What type of seam would you make
if you laid one piece of naterial
on top of another and ran a row

of stitches down one side?

%. A | apped seam
A superinposed seam
3. A bound seam
4. A edge finishing seam

If your thread should break while
sewing a seam you should start
sewi ng again

1, 1/2 inch behind the break
2. 1/8 inch behind the break
3. 3/4 inch behind the break
4. 1 inch behind the break
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8- 56.

8- 57.

8- 58.

8-59.

Learning nbjective: Sel ect the
correct knot for various
applications in surviva

equi pnent  work.

What is the sinplest knot used to

join two cords together?

1. Bowl i ne knot
2. Over hand knot
3. Square knot

4. Bi nders knot

Which of the following knots is

the nost common used to join two
cords together?

1. Binders

2. Square

3. Surgeons

4. Half-hitch

What knot would you use for a
safety tie on ripcord pins?

1 Over hand

2. Square

3. Half-hitch

4. Bowine

Which of the followi ng knots is

used to secure the parachute
suspension lines to the connector
|'inks?

1. Clove hitch
2. Sheepshank
3. Bow | ne

4, Bi nder
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